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Global Strength,
Local Partnership

With over 80 years experience in power generation and
an extensive global distributor network across 130
countries, we are ready to match the right generating,
transfer and control technologies with your power needs
- be it continuous, prime, peaking, standby, cogeneration,
or a complete turnkey power plant.

Part of Cummins Inc. which has a turnover of US$12
billion, Cummins Power Generation has the global resources
to meet your unique power needs. You can expect a face-
to-face relationship with someone worthy of your trust
and fast access to reliable service, engineering expertise
and parts support.

Fully Integrated,
Reliable, Efficient

Cummins Power Generation is a world leader in the design
and manufacture of pre-integrated generator sets. All
major components — the engine, alternator, transfer
equipment and controls — are manufactured by divisions
of Cummins. This integral approach means each element
of a pre-integrated system is designed to work in harmony
from the start.

We provide single-source warranty, total maintenance support
and round-the-clock emergency service 24 hours a day, 7
days a week including back-up power rental. So wherever
you need fully integrated, reliable and efficient power, contact
your local Cummins Power Generation distributor.

* Manufacturing Sites

® Brazil

¢ China

¢ India

¢ Singapore

¢ United Kingdom
e USA

e Distributor/Dealers

500 company owned &
independent distributorships
4,500 service and parts outlets
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Open Set

Enclosed Set

C11D5

Features:

¢ Simple & easy installation

¢ High capacity fuel tank

e Starting batteries 12v

e PCCO0300 control standard for C11 D5 to C22 D5

e PCC1301 control standard for C33 D5 to C55 D5

e PC1.1 control standard for C33 D5 and C38 D5
powered by X3.3 engine

¢ 4 pole circuit breaker

¢ Industrial silencer

e Base frame provides fluid containment and 4 direction
handling capabilities by fork-lift truck or pallet jack

11-55 kVA @ 50 Hz / 11-50 kWe @ 60 Hz

C55D5

50 Hz
kVA kWe Engine Stamford Open Set
Model Name Standby* | Prime* | Standoy® | Prime* Type CylArr | Bore x Strokemm | Disp(L) | Alternator | Dimension (LxWxH)mm | Dry Weight (Kg) | Tank(L)
C11 D5 11 10 8.8 8 D1703-BG 3L 87x92.4 1.65 | BC164B | 1300x 730 x 1130 361 88
C15D5 15 13 12 10.4 D1703-BG 3L 87x92.4 1.65 | BC164D | 1300x 730 x 1130 370 88
€22 D5 22 20 17.6 16 4B3.3G1 4L 95X 115 33 BC184E | 1753 X 930 x 1256 544 144
C33D5 33 30 26.4 24 4B3.3G1 4L 95X 115 33 BC184G | 1753 X 930 x 1256 580 144
C33D5 33 30 26.4 24 X3.3 G1 4L 91.7 X127 33 Pl144G | 1753 X 930 x 1250 710 175
C38 D5 38 35 30.4 28 4B3.3G1 4L 95X 115 33 BC184H | 1753 X 930 x 1256 640 144
€38 D5 38 35 30.4 28 X3.3 G2 4L 91.7 X127 33 PI144H | 1753 X 930 x 1250 710 175
C55D5 55 50 44 40 4BT3.3G2 4L 95X 115 3.3 UCI224D | 1753 X 930 x 1256 71 144
60 Hz
kVA kWe Engine Stamford Open Set
Model Name Standby* | Prime* | Standby* | Prime* Type CylArr |Bore x Strokemm | Disp(L) | Alternator | Dimension (Lx WxH)mm | Dry Weight (Kg) | Tank (L)
C11 D6 13.8 | 125 11 10 D1703-BG 3L 87x924 1.65 | BC164B | 1300 x 730 x 1130 361 88
C15D6 18.8 | 16.3 15 13 D1703-BG 3L 87x92.4 1.65 | BC164D | 1300 x 730 x 1130 370 88
C25 D6 30 275 24 22 4B3.3G1 4L 95x 115 33 BC164E | 1753 x 930 x 1256 544 144
C30 D6 375 | 338 30 27 4B3.3G1 4L 95x115 33 BC164G | 1753 x 930 x 1256 580 144
C30 D6 375 | 338 30 27 X3.3 G1 4L 91.7x127 33 PI144G | 1753 x 930 x 1250 710 175
C35D6 43.8 40 35 32 4B3.3G1 4L 95x115 33 BC184H | 1753 x 930 x 1256 640 144
C35D6 43.8 40 35 32 X3.3 G2 4L 91.7x127 33 PI144H [ 1753 x 930 x 1250 710 175
€50 D6 62.5 | 56.3 50 45 4BT3.3G2 4L 95x115 33 UCI224D | 1753 x 930 x 1250 710 175

Specifications may change without notice.

“*Please refer to pg 15 for ratings definition.

C15D5 C38D5
Features:
¢ High capacity fuel tank
e Starting batteries 12v
e PCCO0300 control standard for C11 D5 to C22 D5
e PCC1301 control standard for C33 D5 to C55 D5
e PC 1.1 control standard for C33 D5 and C38 D5
powered by X3.3 engine
¢ 4 pole circuit breaker
¢ Designed to meet or exceed European legislation
2000/14/EC Step 2006
¢ Drop on canopy with single point lift
50 Hz
Enclosed Set Noise level @ 75% load
Model Name Canopy Type Fuel Tank (L) Dimension (L x W x H) mm Dry Weight with tank (Kg) dBA@1m dBA@m
C11D5 SE-3A 88 1454 X769 x 1417 623 72 62
C15D5 SE-3A 88 1454 X769 x 1417 632 72 62
C22 D5 SE-4A 144 2244 x990 x 1575 868 77 67
C33D5 SE-4A 144 2244 x990 x 1575 904 77 67
C33 D5 Silenced 175 2242 x 967 x 1513 710 75 65
C38 D5 SE-4A 144 2244 x990 x 1575 964 77 67
C38 D5 Silenced 175 2242 x 967 x 1513 710 75 65
€55 D5 SE-4A 144 2244 x990 x 1575 1035 77 67
60 Hz
Enclosed Set Noise level @ 75% load
Model Name Canopy Type Fuel Tank (L) Dimension (L x W x H) mm Dry Weight with tank (Kg) dBA@1m dBA@Tm
C11 D6 SE-3A 88 1454 X769 x 1417 623 74 64
C15 D6 SE-3A 88 1454 X769 x 1417 632 74 64
C25 D6 SE-4A 144 2244 x990 x 1575 868 80 70
C30 D6 SE-4A 144 2244 x990 x 1575 904 80 70
C30 D6 Silenced 175 2242 x 967 x 1513 710 80 70
C35D6 SE-4A 144 2244 x990 x 1575 964 80 70
C35D6 Silenced 175 2242 x 967 x 1513 710 80 70
€50 D6 SE-4A 144 2244 x990 x 1575 1035 80 70

Specifications may change without notice.




Enclosed Set

70 - 250 kVA @ 50 Hz / 60 - 230 k\We @ 60 Hz

Features:

e Cummins water cooled diesel engine

¢ Qil and fuel filter, lub-oil drain valve fitted

¢ 50°C Radiator with drain tap for all models C100 D5

¢ 40°C Radiator with drain tap for C100D5/C90D6,
C220D5/C200D6, C250D5/C230D6

e Mechanical governor on 4B, 6B and 6C

e Electronic governor on 4BTA3.9G3/G4,

6BTA5.9G2, QSB7, 6ISBe and 6CTAA

Normal duty air filter

Single bearing alternator class H/H

Standard voltage 380 v 50 Hz, 480 v 60 Hz

Exciter / Voltage regulator

PCC1301 control standard

PCC1302 (PC1.1) for QSB7

Steel base frame with anti-vibration mounting

Options:

PCC2100 (except for 4B/6B & QSB7)

3-pole circuit breaker”

Fuel tank with flexible fuel hoses fitted (6C Range)

Steel fuel tank”

Fuel tank capacity designed for up to 8 hours operation”

Starting Batteries" 12v

Industrial Silencer”

e Other voltage options available

C150 D5

Features:

e Lessthan 85 dBA @ 1m

¢ |nsulated with acoustic foam lining

¢ Fork lift pockets within baseframe for transportation

e Fuel tank capacity designed for up to 8 hours operation
¢ Residential Silencer

" Standard Features for 4B/6B Range o HzEnclosed e Noe v @ 5 ot
m e e Engine Stmford Opensel Model Name Canopy Type Fuel Tank (L) Dimension (L x W x H) mm Dry Weight with tank (Kg) dBA@1m
Model Name Standby* | Prime* [ Standby* | Prime* Type CylArr | Bore x Stroke mm | Disp (L) Alternator | Dimension (L x WxH)mm | Dry Weight (Kg) [ Tank (L) il Z1EE 2el 2RI 1E6D ZiE
C70 D5 70 | 63 | 56 | 50 4BT39G4 | 4L | 102x120 | 39 | UC224F | 1920x1050x1438 | 1060 | 200 C80 D5 Silenced 200 2710 x 1060 x 1853 1725 78
C80 D5 80 | 72 | 64 | s8 | 4BTA39a3 | 4L | 102x120 | 39 | uczosr | 1920x1050x1438 [ 1120 | 200 €90 DS Lo 200 27101060 x 1853 1770 8
€90 D5 90 | s | 72 | 64 | 4Ba39a4 | 4L | 102x120 | 39 | ucoesa | 1920x1050x 1438 [ 1165 | 200 €100 D5 Silenced 200 2710 x 1060 x 1853 1800 8
€100 D5 100 | 9 | 80 | 72 | 4BTA39G4 | 4L | 102x120 | 39 | UC274C | 1920x1050x1438 | 1195 | 200 C110D58 Silenced 320 3100 x 1060 x 1987 1950 8
C110 D5B 110 | 100 | 88 | 80 | eBTAs.9G1-1 | 6L | 102x120 | 59 | ucerac |2220x1050x1577 | 1280 | 320 €125 5 Silenced 320 3100 x 1060 x 1987 1950 8
C125 D5 125 | 113 | 100 | 90 | eBTA59G2-1 | 6L | 102x120 | 59 | ucerav |2220x1050x1577 | 1280 | 320 Gils0B5s Silenced 2l ST ALl i
C150 D5* 150 | 136 | 120 | 109 | 6BTA5.9G2 | 6L | 102x120 | 59 | UC274E | 2220x1050x1577 | 1390 | 320 €150 DSe Silenced 470 2656 x 1000 1653 1423 7
C150 D5e 150 | 136 | 120 | 109 QSB7G3 6L | 107x124 | 669 | UCI274E | 2656 x1000x 1653 | 1423 | 470 C175 DSe pilencad 470 2656 x1000x 1653 1423 L
C175 D5e 175 | 158 | 140 | 126 | asere3 6L | 107x124 | 669 | UCI274F | 2656 x 10001653 | 1423 | 470 C180 DS Silenced 340 2910 x 1346 x 1780 1944 8"
C180 D5 180 | 164 | 144 | 131 6-ISBeG1 6L | 102x120 | 59 | UC274G | 2400x1108x1500 | 1453 | 340 €200 DS Silenced 340 3700 x 1600 x 2100 3100 B2
€200 D5S 204 | 185 | 163 | 148 | 6CTAB3G2 | 6L | 114x135 | 83 | UC274H | 2427x1000x1685 | 1870 | 340 €220 05 Silenced 340 3700x 1600 x 2100 3320 85
€220 D5 220 | 200 | 176 | 160 | 6CTAAB3G1 | 6L | 114x135 | 83 | UC274H | 2541 x1000x 1737 | 1835 | 340 LRI plE £l Sy BTy £E] 8¢
€250 D5* 250 | 227 | 200 | 182 | 6CTAA83G2 | 6L | 114x135 | 83 | UC274J | 2623x1020x 1685 | 2018 | 340 Wh
Enclosed Set Noise level @ 75% load
_ B0 e Model Name Canopy Type Fuel Tank (L) Dimension (L x W x H) mm Dry Weight with tank (Kg) dBA@1m
+kVA — fwe — Ergie : S — QenSet_ C60 D6 Silenced 200 2710 x 1060 x 1853 1665 82
Model Name Standby™ | Prime™ [ Standby” | Prime Type CylArr | Bore x Strokemm |  Disp (L) Alternator | Dimension (L x WxH)mm | Dry Weight (Kg) [ Tank (L)
C70 D6 Silenced 200 2710 x 1060 x 1853 1725 82
C60 D6 75 | 69 | 60 | 55 4BT3.964 aL | 102x120 | 39 | ucz24E [ 1920x1050x 1438 1060 | 200 p— Sionced 200 2710 1060 X 1853 0 52
C70 D6 8 | 8 | 70 | 65 | 4BTA3.9G3 | 4L | 102x120 | 39 | UC224F | 1920x1050x1438 | 1120 | 200 90 D5 p— 200 2710 % 1060 X 1853 pp ”
C80 D6 100 | 9 | 80 | 72 | 4BTA3.964 | 4L | 102x120 | 39 | UC224G | 1920x1050x 1438 | 1165 | 200 11006 Sienced 220 3100 x 1060 x 1987 1970 52
€90 D6 13 | 100 | 9 | 80 | 4BTA3964 | 4L | 102x120 | 39 | ucie7ac| 1828x630x1368 | 1095 | 200 5125 Dbe Sionced 770 2656 x 1000 X 1653 23 %0
C110 D6 138 | 125 | 110 | 100 | 6BTA5.9G1 | 6L | 102x120 | 59 | UC274C | 2020x1050x 1577 | 1300 | 320 Sl pm— 20 3100 X 1060 X987 5060 P
C125 D6e 125 | 113 | 156 | 141 QSB7G3 6L | 107x124 | 6.69 | UCI274E | 3980x 1100x2062| 1423 | 470 5150 Do p—" 0 2656 X 1000 X 1653 423 %
C140 D6* 175 | 158 | 140 | 125 | 6BTA5.9G2 | 6L | 102x120 | 59 | UC274E | 2220x1050x1577 | 1390 | 320 16506 Sianced 20 3100 X 1060 < 1987 o~y =
C150 D6e 150 | 135 | 188 | 169 QSB76G3 6L | 107x124 | 6.69 | UCI274F | 3980x 1100x 2062 | 1423 | 470 180 D6 p— 20 2700 X 1500 X 2100 3100 po
C180 D6 225 | 206 | 180 | 165 | 6CTA8.3G2 | 6L | 114x135 | 83 | UC274G | 2387x1000x 1685 | 1870 | 340 200 DG p— " 700X 1500 X 2100 2520 o=
€200 D6 250 | 225 | 200 | 180 | 6CTAA83G2 | 6L | 114x135 | 83 | UC274G | 2524x1020x 1685 | 1835 | 340 230 D6" p— 20 3700 X 1600 X 2100 3320 p
€230 D6* 288 | 256 | 230 | 205 | 6CTAA83G2 | 6L | 114x135 | 83 | UC274J | 2623x1020x 1685 | 2018 | 340 P —————— r—
Specifications may change without notice. +Please refer to pg 15 for ratings definition. * Advantage rating applicable to emergency standby power only.

*Advantage rating applicable to emergency standby power only.







